H-163

Square Shims

For Motor Base / For Pillow Block

Il For Motor Base
Il For Pillow Block

Type . IThickness (T) Tolerance
(M| ial [Hardness
For Motor Base|For Pillow Block| 0.05 0.1 0.2 0.5 1.0
CIMMS | CIMSS SUS304H 370~430HV +0.005 +0.02 +0.03 +0.04 +0.05
CIMMB | CIMSB | Brass (C2801P or C2680P) +0.005 +0.02 +0.03 +0.05 +0.08
CiMM CIMSN SPCC Equivalent +0.03 +0.03 +0.06 +0.11
4R (For Motor Base) 4R (For Pillow Block) 4-R1 D (For Pillow Block) /( y )

UCPA, UCUP, UCP

PBT, PBR, PBRS
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[l For Motor Base
Part Number T Unit Price
) Alc|a CIMMS CIMMB CIMM
Type | No. | Selection T0.05[T0.1] T0.2 [ T0.5 ]| T1.0 [T0.05] T0.1| T0.2 | T0.5 | T1.0 | T0.1] T0.2| T0.5| T1.0
1035 0 [ 5 [ 35 [T - T -1 T T 71
1245 12 | 6 | 45
1455 4 | 7 | 55
1665 6 | 8 | 65
20N mMr;;).(;gzws -
o CIMMB and CIVI only
cis 51
CiIMMB ’
CIMM 12812 0.2 48 | 24 | 14
5314 0.5 53 | 27 | 14
6816 10 68 | 34 | 16
8320 : 83 | 42 | 20
9825 98 | 49 | 25
11830 118 | 54 | 30
20036 200 | 100 | 36
[l For Pillow Block
Part Number T Applicable Unit Price
. AlB|c|a|D|E|S CIMSS CIMSB CIMSN
Type [ No. | Selection Pillow Block 1o e 1 TT0.2]T0.5] 7107005701 [T0.2[T0.5[T1.0[T0.4[T0.2[T0.5]T1.0
PBT10, PBRIO,
10 16 [17.5/105 7 | 7 | 2 | PETIOFBR
PBT12, PBRI12,
12 16| 18 [105 7 | 7 | 25| PBTIZFER
PBT15, PBRT5,
15 16| 20 |15 7 | 7 | 25| PBTISFEF
PBT17, PBR17,
17 18|21 |12| 7 | 8 |25 PBTIZ,PER
PBT20, PBR20,
20 20 (245145 10 | 10 | 3 | PBTZ0.PER
PBT25, PBR2S,
25 00 | 200278165 10| 10 3 | PERRER
PBT30, PBR3O,
30 | Forcivss |26 |33|20(13(13 | 4 | PETSOFER
CIMSS and CIMSB only UCPA204
CIMSS |204a " 40|27 [ 15| 13 e
: UCPA205
CIMSN |205A 0.2 4513016 |13 UCUP205
0.5 UCPA206
206A oo 50 | 36 | 22 | 17 UCrPA20G
: UCPA207
207A 55| 41| 26 | 17 HCpAo0r
UCPA208
208A 58 | 41|25 17 S
204 3842 | 26 |13 UCP-204
205 38 42| 25|13 UCP-205
206 48 |54 [ 32 [17 UCP-206
207 48 | 54 [ 34 [ 17 UCP-207
208 5458 | 35 |17 UCP-208
209 546038 |17 UCP-209
210 60 | 65 42 | 20 UCP-210

2 Ordering | Part Number -
Bample  CivM2009 - 0.5
CIMSN204A - 0.1




